
MMU Live Bin Bottoms are installed under the outlets of silos for bran 
and middlings in flour mills.

The MMU Live Bin Bottom is a multiple screw feeder that con-
sists of 2, 3, 4, 5 or 6 parallel screws in a single trough casing.
In its basic configuration it is equipped with:
- One or more direct drives, one each for two screws;
- Gear transmissions;
- Modular trough;
- Screws;
- Flow intercepting diaphragm to avoid material flushing;
- No intermediate bearings;
- Splied shaft couplings;
- Flanged end bearing assemblies opposite drive end;
- Mild steel design.

Extracting and feeding flour milling by-products (bran, middlings) from silos.
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Description

Applications

Function

Benefits
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   Modular trough design enables access to all internal components without; 
need for drop-bottom troughs and/or inspection hatches;

   Easy, time-saving maintenance;
   Low material residue;
   Progressive feeding process.
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Technical Features / Performance

DS
.2

10
.M

MU
.EN

.Ja
nu

ar
y 2

01
5.

R0
1 

   
   

 R
igh

ts 
re

se
rv

ed
 to

 m
od

ify
 te

ch
nic

al 
sp

ec
ifi

ca
tio

ns
.

Overall Dimensions

Flour Milling
MMU Live Bin Bottoms

 Flight diameter from Ø 150 to 400 mm;
 Feed rates up to 200 m3/h;
 Modular overall lengths in steps of 500 mm;
 Variable length open trough section depending on silo outlet dimensions;
 Accurate finishing (no steps or niches);
 Direct drive (directly connected with screw) with either direct power transmission, linear 

shaft coupling, offset chain transmission, or offset belt transmission;
 End bearing assemblies with long-life lubricated bearings and adjustable Teflon® seals;
 Wide range of accessories and options: overflow hatches incl. safety grid, tubular trough 

inserts, trough feet, rotation detectors, flow interception diaphragms.
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MMU
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A
(m)

Ø 3
Screws

4
Screws

5
Screws

6
Screws

C
(mm)

D
(mm)

E
(mm)

B
(mm)

2
Screws

Bare shaft

Standard length modules

This datasheet might not show the complete range but only the models most suitable for the application.


